
DEPARTMENT OF ENVIRONMENTAL PROTECTION 

George J. Gregory, Esq. 
Campus Office Park 
479 Green Street 
P. 0. Box 302 
Woodbridge, New Jersey 07095 

Re: K i t Enterprises Registration 

Dear Mr. Gregory: 

This i s to acknowledge receipt of your l e t t e r dated January 8, 1979 
regarding the above referenced application. As of t h i s date, no f i n a l 
determination has been made on thi s application and we w i l l advise you 
as soon as we have formulated a position regarding the same. 

S O L I D W A S T E A D M I N I S T R A T I O N 

T R E N T O N . 0 8 6 2 5 

B E A T R I C E S. T Y L U T K I 

DIRECTOR 

January 24, 1979 

Very t r u l y yours, 

Beatrice S. T y l u t k i , Director 
Solid Waste Administration 
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KIT ENTERPRISES, INC. °N 1 6 Wk 
CHEMICAL WASTE TREATMENT 
AND RECOVERY FACILITY 

ELIZABETH, N.J. 

APPLICATION 78-25 

OPERATIONAL RISK FACTORS 

1. FIRES 

Due to the nature of the materials to bp ha-nAic* +h ar~ 
i s always the p o s s i b i l i t y of a f i r e However, t h l n a j o S t T 
of the waste to be treated w i l l consist of waste wate-Jon-

during periods of fading Ud SnloadLg? Spillages " I T ^ 
will be promptly cleaned up and returned to the process icr' 

i l ? S £ l B f l i t ? " • ? ! ; b", C°2 " r e extinguished approved tor Liass B f i r e s , w i l l be kept available in the truck un-
J a r L a : ; L a n / B the Control Processing House, aTweU as 

b T h a S e f o T t ^ f e " ^ " r e C ° V e r e d M t e r l a l s a r e t 0 

The fire risk will be minimal due to the low percentage 
of contaminates contained in the liquid. The enti?e faulty 
Citv n? FT^T t° t b e insP^tion of the Fire EurelS of til Y 

o f ' L d e r a l ^ s t ^ e Jrld to' 1 a ? P l i c a b l e R ^ and Regulation^ -reaerai, state and local agencies w i l l be complied with. 

EXPLOSIONS: 

Due to the low percentage of contaminates contained i n 
most of the wastes to be treated, the danger of explosion 

t h e ^ a c i T tivN° F m°h k i? g T, 1 5 6 ^ - i t t e d ' w i t h i n aSy pa?? of 
the f a c i l i t i y . Each tank load of waste w i l l be tested p r i o r 
to unloading to insure that i t agrees with the m a n i f e s t e d 

a? 6 h r L c U U v 1 1 t 5 ? , n ; t e r i a l S V h iS h C a n n 0 t b e «fely SJaS?ed 
recovered m l l l U ^ i n " ? 5 unloading raw wastes or loading 
L » 1 nnM! J- be adequately grounded. The motor! 
?ype T i l l i S r t l e C t t 0 , W ° r V h a 1 1 b e o f t h e explosion proof type. A l l wi r i n g , switches and other e l e c t r i c a l items i n areas 
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where vapors may c o l l e c t , w i l l also be of the explosion 
proof type. A l l personnel w i l l " b e properly trained i n the 
proper handling of the materials being received at the 
f a c i l i t y . 

3. SPILLS: 

A DISCHARGE PREVENTION, CONTAINMENT, AND COUNTER 
MEASURE (DPCC) PLAN has been prepared and-submitted to the 
Division of Water Resources of the Department of Environ
mental Protection of the State of New Jersey. Proof o^ said 
submission is attached, hereto. 

4. DISCHARGES: 

The unloading area drains to the sump and any s p i l l s 
or discharges at that location w i l l be processed through the 
plant. A l l storage tanks i n the tank farm area are contained 
w i t h i n concrete walls 4' x 6" high. The enclosed area is 
more than adequate to contain a l l of the contents of a l l the 
J ? * 1 , 1 1 s l ? 0 " l d rupture or be drained at the same time, 
ine tanks used for the storage of acid and caustic materials 
are also contained w i t h i n concrete walls s u f f i c i e n t to contain 
the entire content of the tank i n the event the tank should 
develop a leak. 

5. FINAL EFFLUENT: 

A continuous sampling of the f i n a l e f f l u e n t w i l l be made 
and tested p e r i o d i c a l l y by in-house chemists to insure that 
the requirements as set f o r t h by the City of Elizabeth and 
the Joint Meeting Authority are met. Therefore, 'the- r i s k of 
discharging a non-conforming e f f l u e n t would be minimized. 
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HAZARDS TO PERSONNEL 

Due 
r i s k t n \ l l l h G d i 1 U t Q c o n d i t i o n o f ftost of the wastes, the 
r i s k to the operating personnel i s not areat However ™n 
centrated acids and caustics w i l l be u t f u f e d i n t S I trea? 
ment process A l l personnel w i l l be properly trained i n the 
proper procedures i n handling hazardoSs Substance" FrSeze-
proof showers with eyewashes of the step on type w i l l be 
provided adjacent to the storage of hazIrdSus cheSicils? 

a r a i r p

C L r s t a t i o f L r . , t h e ^ h ° S p i t a l S b e 


